
Lead-Free & RoHS Compliance!!

SPECIFICATION
APPLICATION FOR APPROVAL OF

CUSTOMER : 

 ITEM BEAD FILTER

 DESCRIPTION RH 3.5×5.0

 CODE NO BRS3550T00

 MODEL NO

 DATE 2011.11.02

This space is used for customer's approval

CHECKED REVISED APPORVED REJECTED

승인유효기간 승인일로 부터       년

Head office & Factory (POST CODE : 472-847)

381, Chasanri, Hwado-Eub, NamyangJu-Si, KyoungGi-Do, KOREA.
Tel : 82-31-511-2300. 511-8266~8 Fax : 82-31-511-8269

http//www.bosunginductor.co.kr / E-mail : ksbs@bosunginductor.co.kr

CHINA FACTORY (POST CODE : 528454 )

ZHONG SHAN CITY BO SUNG ELECTRONICS CO.,LTD.
Chiheng village Nanlang town of Zhong Shan city, Guangdong province, CHINA.

Tel : 86-760-85502385, 5506100 Fax : 86-760-85502387



CUSTOMER : 남선전자

1. INDEX

NO DATE CHECK DRAWN CHECKED APPROVED

1

2

3

4

MINYEON

9. Inspection data7/7

RH 3.5×5.0

1. Index1/7

2. Dimersion2/7

Page No. Item

BOSUNG ELECTROCIS CO.

REVISION

3. Electrical Characteristics
4. Environmental Characteristics

3/7

5. Schematic Diagram
6. Material List
①-1. Table Of Standard Char. Of Ferrite-Core

4/7

7. Bead - Core Dimension5/7

8. Packing Spec.6/7

1 7OF

MODEL NAME
2011.11.02

BRS3550T00
DATE

SPECIFICATION
PART NAME
PART NO.

SHEET NO.

BEAD FILTER
DESCRIPTION



CUSTOMER : 남선전자

  2. DIMENSION (UNIT:m/m)
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DATE 2011.11.02
SPECIFICATION SHEET NO. 2 OF

REVISION

BOSUNG ELECTROCIS CO.

PART NAME BEAD FILTER MODEL NAME BRS3550T00
PART NO. DESCRIPTION RH 3.5×5.0

      5.0±0.25 

12.7±1.0 

7.5  MAX 

19.0±1.0 

18+1,0.5 

4.0±0.2 
12.7±0.3 

5+0.8,-0.2 
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  3.  ELECTRICAL CHARACTERISTICS
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DATE 2011.11.02
PART NAME BEAD FILTER MODEL NAME BRS3550T00
PART NO. DESCRIPTION RH 3.5×5.0

ITEM SPECIFICATION SPECIFICATION REMARKS

1 IMPEDANCE
START

&
FINISH

BRS3550T00 50Ω MIN (typ 70Ω) HP-4396B 100MHz

  ○ MEASURING INSTRUMENT :
           L,Z : HP-4396B IMPEDANCE SPECTRUM ANALYZER
  ○ TEMPERATURE : 25℃
  ○ HUMIDITY : 60%

Item Condition

2
 INSULATION
 RESISTANCE

COIL
&

CORE
DC  500 [V] ,  100 [MΩ] MIN DM-500AD

1 HEAT RESISTANCE
105±2(℃) 96HRS

INSULATION RESISTANCE
MIN. 100(㏁)

2 MOISTURE RESISTANCE
90~95(%), 55±2(℃) 120HRS

INSULATION RESTANCE 10(㏁)

REVISION

BOSUNG ELECTROCIS CO.

3 SAFETY CONSIDERATION
BEAD-FILTER SHALL MEET THE ALL REQUIRMENTS SUBJECT TO

IEC-950 STANDARDS

MINYEON
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5. MECHANICAL CHARACTERISTICS

No.
1

  6.  SCHEMATIC DIAGRAM

  7.  MATERIAL LIST

  ①-1. TABLE OF STANDARD CHAR. OF FERRITE-CORE

GAUSS ℃ Ω-㎝ g/㎝ X10
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DATE 2011.11.02
PART NAME BEAD FILTER MODEL NAME BRS3550T00
PART NO. DESCRIPTION RH 3.5×5.0

Item Condition
TERMINAL STRENGTH PULL TEST 10 SECOND at 2㎏ MIN.

NO ITEM
MATERIAL &
DIMENSION

MANUFACTURE REMARK

2 LEAD WIRE
TPC 0.6Ф

COPPER WIRE
EQV

SAMATRON CO.,LTD
YEHUA CO.,LTD

1 CORE
J5C

RH 3.5 × 5.0
JIACI(ZHUHAI)ELECTRONICS CO.,LTD.
JAW SHIANQ CORPORATION CO.,LTD.

EQV

3
EPOXY

ADHESIVES
EPI CHEM-2001HS

FK661
SAMSIN CHEMICAL CO.,LTD.

QIFU ELECTRONIC MATERIALS FACTORY
EQV

d α μｒ TANδ/μi

MHZ X10   MHz

WORKING
Frequency

Bms Tc

J5C 0.01~0.5 2700 100

ρ
MATERIAL

μiac
±25%

REVISION

BOSUNG ELECTROCIS CO.

410 4.7
10(0.01MHz)
40(0.5MHz)

800

MINYEON

(1)CORE 

(3)EPOXY ADHESIVES 

(2)LEAD WIRE 

3 3 -6 

7 

-6 
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  8. Bead-Core Dimension (Unit : mm)
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1.3±0.1

REVISION

BRS3550T00 3.5±0.15 0.8±0.15 5.0±0.25 0.2±0.05

MINYEON

Part No. B.S Code ФA ФC D E F

PART NAME BEAD FILTER MODEL NAME BRS3550T00
PART NO. DESCRIPTION RH 3.5×5.0

SPECIFICATION SHEET NO. 5 OF 7

DATE 2011.11.02
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  9. PACKING SPECIFICATIONS

INNER BOX (PAPER BOX)
BOX SIZE : 332((L)*247(W)*50(H)
3000 PCS X 5EA = 15000 PCS

  *360(L)*260(W)*280(H)
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INNER BOX(PCS) OUT BOX(PCS)

BRS3550T00 3,000 15,000

OF 7

DATE 2011.11.02

REVISION

SPECIFICATION SHEET NO. 6

  <OUT BOX FRONT VIEW>

BOX LABEL

ITEM

BOSUNG ELECTROCIS CO.

PART NAME BEAD FILTER MODEL NAME BRS3550T00
PART NO. DESCRIPTION RH 3.5×5.0

    <OUT BOX SIDE VIEW>

INNER BOX : 332L*247W*50H(PUT 3000EA IN ONE INNER BOX)

OUT BOX : 360L*260W*280H(PUT IN FIVE INNER BOX)

      *OUT BOX SPECIFICATIONS

RoHS 

보성전자 

IIIIIIIIIIIIIIIIIIIIIIIIII 
BEAD-FILTER  (BRS3550T00) 

BRS 3.5×5.0             15,000EA 

BF 
BFRs-Free 

寶 成 電 子  
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TEST INSTRUMENT HP-4396B IMPEDANCE SPECTRUM ANALYZER
IMPEDANCE [Z]

SPECIFICATION SHEET NO. 7 OF

PART NO. DESCRIPTION RH 3.5×5.0

7

DATE 2011.11.02
PART NAME BEAD FILTER MODEL NAME BRS3550T00

REVISION

BOSUNG ELECTROCIS CO.

67.858

Ac, Re
Ac

0 /10.

REMARK

X

70.31

66.68

70.07

68.64

Item

74.77

100 MHz
Z (OHM)

50 Min (70 typ)Spec
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