
CUSTOMER : NO : 080626-01

:

:

:

:

ITEM

DESCRIPTION

CODE NO

MODEL NO

Bead Inductor

BRS TYPE

This space is used for customer's approval

DATE : 2008. 06. 26.

DRAWN BY
M. Y. JEON

DATE
2008. 06. 26.

DATE.CHECKED BY

APPROVED BY
J. G. KIM

DATE
2008. 06. 26.

BO SUNG ELECTRONICS CO.

S P E C I F I C A T I O N
APPLICATION FOR APPROVAL OF



CUSTOMER :

SPECIFICATION

BO SUNG ELECTRONICS CO.

SHEET NO.

DATA 2008. 06. 26.

PART NAME Bead Inductor MODEL NAME

PART NO. BRS TYPE DESCRIPTION

NO REVISION DATE CHECK DRAWN CHECKED APPROVED

1

2

3

4

No Page 항목 From To 변경사유 Date 규격변경 No. Rev. No.

1 /

2 /

3 /

4 /

5 /

6 /

7 /

8 /

9 /

10 /

11 /

12 /

13 /

14 /

15 /

16 /

17 /

18 /

19 /

20 /

21 /

22 /

23 /

24 /

REVISON RECORD



CUSTOMER :

SPECIFICATION

BO SUNG ELECTRONICS CO.

SHEET NO. 1 OF 8

DATA 2008. 06. 26.

PART NAME Bead Inductor MODEL NAME

PART NO. BRS TYPE DESCRIPTION

NO REVISION DATE CHECK DRAWN CHECKED APPROVED

1

2

3

4

1. INDEX

Page No. Iten Remarks

1 / 8 1. Index

2 / 8 2. Dimension

3 / 8
3. ELECTRICAL CHARACTERISTICS

4. ENVIRONMENTEL CHARACTERISTICS

4 / 8
5. SCHEMATIC DIAGRAM

6. MATERIAL LIST

5 / 8 6. MATERIAL LIST

6 / 8 7. Bead-Core Dimension

7 / 8 8. PACKING SPEC.

8 / 8 9. INSPECTION DATA



CUSTOMER :

SPECIFICATION

BO SUNG ELECTRONICS CO.

SHEET NO. 2 OF 8

DATA 2008. 06. 26.

PART NAME Bead Inductor MODEL NAME

PART NO. BRS TYPE DESCRIPTION

NO REVISION DATE CHECK DRAWN CHECKED APPROVED

1

2

3

4

2. DIMENSION (Unit : mm)

0±2 ITEM A B

BRS2550T00 5.0±0.25 7.5 MAX

BRS3550T00 5.0±0.25 7.5 MAX

BRS3560T00 6.0±0.25 7.5 MAX

BRS3580T00 8.0±0.25 10.5 MAX

BA

12.7±1.0

19.0±1.0

18+1,-0.5

12.7±0.3 5±0.5 4.0±0.2

0.6 Ref
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3. ELECTRICAL CHARACTERISTICS

NO I T E M MESURE SPECIFICATION REMARKS

1 IMPEDANCE

START

&

FINISH

BRS2550T00 40Ω MIN

HP-4396B 100MHz
BRS3550T00 50Ω MIN

BRS3560T00 60Ω MIN

BRS3580T00 80Ω MIN

2
INSULATION

RESISTANCE

COIL

&

CORE
DC 500 [V] , 100 [MΩ] MIN DM-500AD

* TEST CONDITION
○ MEASURING INSTRUMENT :

L,Z : HP-4396B IMPEDANCE SPECTRUM ANALYZER
○ TEMPERATURE : 25℃
○ HUMIDITY : 60%

4. ENVIRONMENTEL CHARACTERISTICS

No. Item Condition

1 TEMPERATURE RISE MAX. 65(℃) at FULL LOAD

2 HEAT RESISTANCE

105±2(℃) 96HRS

INSULATION RESISTANCE

MIN. 100(㏁)

3 MOISTURE RESISTANCE
90~95(%), 55±2(℃) 120HRS

INSULATION RESTANCE 10(㏁)

4 SAFETY CONSIDERATION

BEAD-FILTER SHALL MEET THE ALL REQUIRMENTS

SUBJECT TO

IEC-950 STANDARDS
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5. SCHEMATIC DIAGRAM

S

F

(1)CORE

(2)LEAD WIRE

(3)EPOXY RESIN

6. MATERIAL LIST

No. Item Material Manufacture UL File No.

① CORE P16 JAW SHIANQ CORPORATION CO.,LTD.

② LEAD WIRE

TCAW 0.6Ф

COPPER WIRE

TCA 0.6Ф

ILKWANG CO.,LTD.

YEHUA CO.,LTD.

SAMATRON CO.,LTD.

③ EPOXY
DA-1001BS-P

6642

DAE JOO FINE CHEMICAL CO., LTD.

GUANGZHOU WELLS CHEMICAL CO.,LTD.

MASKING

TAPE
6 M/M STC CORPORATION CO.,LTD
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①-1. TABLE OF STANDARD CHAR. OF FERRITE-CORE

MATERIAL
μiac
±25%

WORKING

FREQUENCY
Bms Tc ρ d αμｒ TANδ/μi

㎒ Gauss ℃ Ω-㎝ g/㎝ X10 X10 MHz

P16 600 0.01-1 3100 150 10 4.7~4.9 8
12(0.01MHz)

111(1MHz)

3

7

-6 -6
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7. Bead-Core Dimension (Unit : mm)

D

ØA

ØC

A PART

D

ØA

E

F

ØC

( A TYPE )

A PART

90℃

R

Part No. B.S Code ØA ØC D E F

1 BRS2550T00 2.5±0.15

0.8±0.15

5.0±0.25

0.2±0.05 1.3±0.1
2 BRS3550T00 3.5±0.15 5.0±0.25

3 BRS3560T00 3.5±0.15 6.0±0.25

8.0±0.254 BRS3580T00 3.5±0.15
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8. PACKING SPEC.

ITEM INNER BOX (pcs) OUT BOX (pcs)

BRS2XXXT0 4,000 16,000

BRS3XXXT0 2,000 10,000

BOX-DECLARATION

ITEM NO : BEAD FILTER

CODE NO : BRS2XXXT0

Q, TY : 16,000 PCS

LOT NO :

BOSUNG ELELCTRONICS CO.

INNER BOX

OUTER BOX

250 335

50

345

290

235

ITEM NO : BEAD FILTER

CODE NO : BRS3XXXT0

Q, TY : 10,000 PCS

LOT NO :

BOSUNG ELELCTRONICS CO.
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9. INSPECTION DATA

TEST

INSTRUMENT
IMPEDANCE [Z]

HP-4396B IMPEDANCE

SPECTRUM ANALYZER

Item Z (OHM)

SPEC

100 (MHz)

Min.

BRS2550T00 BRS3550T00 BRS3560T00 BRS3580T00

40[Ω] MIN 50[Ω] MIN 60[Ω] MIN 80[Ω] MIN

1 50.917 74.965 78.459 110.17

2 55.957 69.371 85.185 123.07

3 59.152 74.025 78.349 119.21

4 55.794 80.394 80.679 117.78

5 54.349 70.706 78.215 112.22

6 54.997 62.585 82.894 112.65

7 54.439 69.479 77.404 119.72

8 54.326 77.694 80.513 110.38

9 59.573 70.806 76.318 125.67

10 54.817 68.212 82.321 132.65

X 55.4321 71.8237 80.034 118.352

Ac, Re
0 / 10.

Ac


